RF06

TECH: Cowan
1/18/09 PPG to CHC

Pre-flight, found some material on the inside of the camera lens. Requested a strap wrench in New Zealand to get that off.

DPR has rebalance light on, reset to clear. It did not clear.  Since the Dew Point light is on and it is reporting I will leave it on and see how it does in flight.

PLWC showing a -32767, cycled power on LW DSM.

2056 Block out, and LW DSM working again.

2102 Take off

2130 Lost the Arinc Feed did not discover until 2230. 

2229 DPL and DPR Service Mirror lights, resetting

2242 Rebooting MPDS DSM with ARINC issue, software has looked at it. They will see if they can find out what is wrong.

2256 Both DP’s working.

2351 DPL service Mirror light on, resetting

Power Readings High from 28K

Left Side A Bus

400 Hz Phase A 14.1 A (1A Jump) 115 V

400 Hz Phase B 13.9 (1A Jump) 117 V

400 Hz Phase C 16 (1A Jump) 115 V

400 Hz AI Phase A 0A

400 Hz AI Phase B 0A

400 Hz AI Phase C 0A

60 Hz 116V 20A

Right Side B Bus

400 Hz Phase A 8.5 (1A Jump) 115V

400 Hz Phase B 10.7 (1A Jump) 113V

400 Hz Phase C 8.6 (1A Jump) 116V

400 Hz AI Phase A 0A

400 Hz AI Phase B 3.8A 113V

400 Hz AI Phase C 0A

60 Hz 115V 12A

28V AI 28.9V 13A

0247 Broken ADS headset

0310 Landing
